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Executive Summary 

In August 2007 a group comprising Coventry City Council, Solihull Metropolitan Borough Council and 
the County, Districts and Boroughs of Warwickshire commissioned Halcrow to produce a Level 1 
Strategic Flood Risk Assessment (SFRA) in accordance with Planning Policy Statement 25 (PPS 25).  
The purpose of this SFRA is to assess and map all forms of flood risk from groundwater, surface 
water, sewer and river sources, taking into account future climate change predictions, and use this as 
an evidence base to locate future development primarily in low flood risk areas. The outputs from the 
SFRA will help the Councils to prepare sustainable policies for the long-term management of flood 
risk and improve existing emergency planning procedures. 

In accordance with the recently published document �Development and Flood Risk, a Practice Guide 
Companion to PPS 25� (February 2007), a Level 1 SFRA has been carried out and is contained 
herein.  The study takes full account of the effect of climate change predictions as set out in PPS 25.  
The assessment also complies with the content of the accepted proposal dated August 2007.  The 
SFRA should be regarded as a �living� document and reviewed on a regular basis in light of new 
information as it becomes available. 

In accordance with PPS25, areas of �low�, �medium� and �high� risk have been mapped using data 
collected from the Environment Agency, Solihull Metropolitan Borough Council, Severn Trent Water, 
the Highways Agency and British Waterways.  This has included information on flooding from rivers, 
surface water (land drainage), groundwater, artificial water bodies and sewers. This provides the 
basis for the Sequential Test to be applied. 

The Council will need to apply the Sequential Test to all sites within the �high� and �medium� risk Flood 
Zones to demonstrate that there are no reasonably available sites in areas with less risk of flooding 
that would be appropriate to the type of development or land use proposed. If there is an area of 
overlap between the site boundary and area at risk of flooding, this should be utilised as an 
opportunity to reduce flood risk within the site, by using waterside areas for recreation, amenity and 
environmental purposes. 

Where the need to apply the Exception Test is identified, if the Council considers that there are an 
insufficient number of suitable sites for development, the scope of the SFRA could be widened to a 
Level 2 assessment. It is recommended that this is undertaken by a suitably qualified technical expert 
or engineer.  

This SFRA has been reviewed and approved by the Environment Agency, and a letter confirming 
acceptance of the SFRA can be found in Appendix A. 
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1 Introduction 

1.1 Terms of Reference 

In August 2007 a group comprising Coventry City Council, Solihull Metropolitan Borough Council and 
the County, Districts and Boroughs of Warwickshire commissioned Halcrow to produce a Level 1 
Strategic Flood Risk Assessment (SFRA) in accordance with Planning Policy Statement 25 (PPS 25).  
This document presents the findings of the SFRA for Solihull Metropolitan Borough Council, while 
Volume 2 contains the accompanying maps. 

1.2 Project Aims 

The aims of PPS 25 planning policy on development and flood risk are to ensure that flood risk is 
taken into account at all stages of the planning process to avoid inappropriate development in areas 
at risk of flooding, and to direct development away from areas at highest risk. Where new 
development is necessary in such areas, exceptionally, the policy aims to make it safe without 
increasing flood risk elsewhere and where possible, reducing flood risk overall. �Safe� in the context of 
this study means that dry pedestrian access to and from the development is possible without passing 
through the 1 in 100 year plus climate change floodplain, and emergency vehicular access is possible 
during times of flood. It also means that the development includes flood resistance and resilience 
measures to ensure it is safe. 

The aim of this SFRA therefore is to map all forms of flood risk and use this as an evidence base to 
locate new development primarily in low flood risk areas (Zone 1). Where development cannot be 
located in Flood Zone 1 the planning authority will need to apply the Sequential Test to land use 
allocations and, where necessary, the Exception Test (Level 2 SFRA). In addition, it allows a planning 
authority to: 

• Prepare appropriate policies for the management of flood risk 

• Inform the Sustainability Appraisal (SA) so that flood risk is taken account of, when considering 
options and in the preparation of strategic land use policies 

• Identify the level of detail required for site-specific Flood Risk Assessments (FRAs) 

• Determine the acceptability of flood risk in relation to emergency planning capability 

The SFRA will inform the site selection process for future development sites and provide 
recommendations for policies to deal with non-allocated sites. The SFRA will feed into the Local 
Authorities SAs of the LDDs and will enable informed decisions to be made relating to land use and 
development allocation within the respective Development Plan Documents (DPDs). 

1.3 Project Objectives 

Halcrow has carried out this project in accordance with the methodology outlined in the Coventry, 
Solihull and Warwickshire SFRA Project Proposal, dated July 2007, though the methodology and 
deliverables have been aligned to the document �Development and Flood Risk: A Practice Guide 
Companion to PPS 25��.  The SFRA has also followed advice from the Environment Agency. 

For this study, a Level 1 SFRA approach has been agreed with the Council and the Environment 
Agency. A Level 1 SFRA is defined in the Practice Guide Companion to PPS25 as a desk-based 
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study using existing information to allow application of the Sequential Test on the basis of Table D1 of 
PPS25, and to identify whether application of the Exception Test is likely to be necessary.   

The best available data within the study timescale has been collected for use in this study; however it 
is important to recognise that the SFRA is a �living� document.  As new information becomes available 
(such as improved river models) updates will be made to the Flood Zone maps and this should be 
reflected in the SFRA document, to ensure that the best information is used to guide the site selection 
process for future developments. 

1.4 Project Deliverables 

The project outputs for Level 1 SFRA have been adopted for this study.  The deliverables of this 
assessment are as follows: 

• A technical report 

• A summary document 

• A series of maps 

Following the advice from Section 2.34 of the Practice Guide Companion to PPS 25, the key project 
outputs are as follows: 

1) Plans showing the administrative boundaries of the study area, watercourse centreline, modelled 
watercourses, canals, defences, Areas Benefiting from Defences (ABDs) Internal Drainage Board 
(IDB) areas and culverted watercourse sections (Volume 2, Tiles A1-A3) 

2) Strategic flood risk maps showing flooding from all sources, including fluvial Flood Zones 
(including the functional floodplain where possible), and areas at risk of flooding from sources 
other than rivers (Volume 2, Tiles B1-B3) 

3) An assessment of the implications of climate change for flood risk in the study area over an 
appropriate time period (Volume 2, Tile C1) 

4) The location of any flood risk management measures, including both infrastructure (Volume 2, 
Tiles A1-A3) and the coverage of flood warning systems (Volume 2, Tile F1) 

5) Guidance on the application of the Sequential Test (see Chapter 8) 

6) Guidance on the preparation of FRAs for development sites (see Chapter 9).  

7) Guidance on the likely applicability of different SUDS techniques for managing surface water run-
off at key development sites (see Chapter 10) 

1.5 Outcomes of the SFRA Process 

A Level 1 SFRA provides sufficient data and information to enable a planning authority to apply the 
Sequential Test to land use allocations and can therefore identify, where necessary, where the 
Exception Test needs to be applied (see sections 1.5.1 and 1.5.2 respectively).  

PPS25 also indicates that SAs should be informed by the SFRA for their area. Under the Town and 
Country Planning (Local Development - England) Regulations 2004, a SA is required for all LDFs. 
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The purpose is to promote sustainable development through better integration of sustainability 
considerations in the preparation and adoption of plans. The Regulations stipulate that SAs for LDFs 
should meet the requirements of the SEA Directive. A SFRA is used as a tool by a planning authority 
for the production of development briefs, setting constraints, identifying locations of emergency 
planning measures and requirements for FRAs. 

It is important to reiterate that PPS25 is not applied in isolation as part of the planning process. The 
formulation of Council policy and the allocation of land for future development must also meet the 
requirements of other planning policy. Clearly a careful balance must be sought in these instances, 
and the SFRA aims to assist in this process through the provision of a clear and robust evidence base 
upon which informed decisions can be made. 

1.5.1 The Sequential Test 

A planning authority applies the Sequential Test to demonstrate that there are no reasonably 
available sites in areas with less risk of flooding that would be appropriate to the type of development 
or land use proposed. Appendix B shows the Sequential Test process as advocated in PPS25. 

Preference should be given to locating new development in Flood Zone 1, Low Probability (see 
section 3.3.1). If there is no reasonably available site in Flood Zone 1, the flood vulnerability (see 
table below) of the proposed development can be taken into account in locating development in Flood 
Zone 2 (Medium Probability) and then Flood Zone 3 (High Probability).  Within each Flood Zone new 
development should be directed to sites with lower flood risk (towards the adjacent zone of lower 
probability of flooding) from all sources as indicated by the SFRA. 

Flood Risk Vulnerability and Flood Zone �Compatibility� (Table D3 of PPS 25) 
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Table D2 of PPS 25 (reproduced below) classifies different types of development under different flood 
risk vulnerabilities, and should be used in conjunction with Table D1 in allocating new development as 
part of the Sequential Test. 

Flood Risk Vulnerability Classification (Table D2 of PPS 25) 

Essential Infrastructure • Essential transport infrastructure (including mass evacuation routes) 
which has to cross the area at risk, and strategic utility 
infrastructure, including electricity generating power stations and 
grid and primary substations. 

Highly Vulnerable • Police stations, Ambulance stations and Fire stations and 
Command Centres and telecommunications installations required to 
be operational during flooding. 

• Emergency dispersal points. 

• Basement dwellings. 

• Caravans, mobile homes and park homes intended for permanent 
residential use. 

• Installations requiring hazardous substances consent.19 

More Vulnerable • Hospitals 

• Residential institutions such residential care homes, children�s 
homes, social services homes, prisons and hostels. 

• Buildings used for: dwelling houses; student halls of residence; 
drinking establishments; nightclubs; and hotels. 

• Non-residential uses for health services, nurseries and educational 
establishments. 

• Landfill and sites used for waste management facilities for 
hazardous waste.20 

• Sites used for holiday or short-let caravans and camping, subject to 
specific warning and evacuation plan. 

Less Vulnerable • Buildings used for: shops; financial, professional and other services; 
restaurants and cafes; hot food takeaways; offices; general industry; 
storage and distribution; non-residential institutions not included in 
�more vulnerable�; and assembly and leisure. 

• Land and buildings used for agriculture and forestry. 

• Waste treatment (except landfill and hazardous waste facilities). 

• Minerals working and processing (except for sand and gravel 
working). 

• Water treatment plants. 

Sewage treatment plants (if adequate pollution control measures 
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are in place). 

Water-compatible 
Development 

• Flood control infrastructure 

• Water transmission infrastructure and pumping stations. 

• Sewage transmission infrastructure and pumping stations. 

• Sand and gravel workings. 

• Docks, marinas and wharves. 

• Navigation facilities. 

• MOD defence installations. 

• Ship building, repairing and dismantling, dockside fish processing 
and refrigeration and compatible activities requiring a waterside 
location. 

• Water-based recreation (excluding sleeping accommodation). 

• Lifeguard and coastguard stations. 

• Amenity open space, nature conservation and biodiversity, outdoor 
sports and recreation and essential facilities such as changing 
rooms. 

• Essential ancillary sleeping or residential accommodation for staff 
required by uses in this category, subject to a specific warning and 
evacuation plan. 

References: 

19 DETR Circular 04/00 � Para 18: Planning controls for hazardous substances. 

www.communities.gov.uk/index.asp?id=1144377 
20See Planning for Sustainable Waste Management: Companion Guide to Planning Policy Statement 10 for 
definition. www.communities.gov.uk/index.asp?id=1500757 

 

1.5.2 The Exception Test 

If, following application of the Sequential Test, it is not possible, or consistent with wider sustainability 
objectives, for the development to be located in zones of lower probability of flooding, the Exception 
Test can be applied. This test provides a method of managing flood risk while still allowing necessary 
development to occur. 

The Exception Test is only appropriate for use when there are large areas in Flood Zones 2 and 3, 
where the Sequential Test alone cannot deliver acceptable sites, but where some continuing 
development is necessary for wider sustainable development reasons (the need to avoid social or 
economic blight and the need for essential civil infrastructure to remain operational during floods). It 
may also be appropriate to use it where restrictive national designations such as landscape, heritage 
and nature conservation designations, e.g. Areas of Outstanding Natural Beauty (AONBs), Sites of 
Special Scientific Interest (SSSIs) and World Heritage Sites (WHS), prevent the availability of 
unconstrained sites in lower risk areas. 
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For the Exception Test to be passed: 

a)  It must be demonstrated that the development provides wider sustainability benefits to the 
community which outweigh flood risk, informed by a SFRA where one has been prepared. If the 
Development Plan Document has reached the �submission� stage (see Figure 4 of PPS12: Local 
Development Frameworks) the benefits of the development should contribute to the Core 
Strategy�s SA; 

b) The development should be on developable previously-developed land or, if it is not on previously 
developed land, that there are no reasonable alternative sites on developable previously-
developed land; and, 

c)  A FRA must demonstrate that the development will be safe, without increasing flood risk 
elsewhere, and, where possible, will reduce flood risk overall. 

It is possible that the Council will need to apply the Exception Test as several indicative sites fall 
within Flood Zone 3, although it is not possible to fully determine this until the Sequential Test process 
has been undertaken. 

1.6 SFRA Context 

The figure overleaf, taken from the PPS 25 Practice Guide, illustrates the responsibilities for the 
production of key documents required to effectively manage flood risk through each stage of the 
spatial planning process, and, importantly, shows the link between other strategic documents.  
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1.7 The Study Area 

Solihull is a metropolitan Borough, covering an area of some 178km2.  The Borough lies to the east of 
Birmingham and west of Coventry and contains a mixture of residential areas, a thriving town centre, 
business parks, a variety of open spaces and many sites of archaeological and historic importance.   
Its close proximity to the major urban area of Birmingham and excellent road and rail links has 
resulted in the Borough absorbing a significant amount of house building with increasing pressures on 
the Green Belt as urban areas are unable to accommodate the increasing demand in housing.  The 
total estimated population in 2001 was 199,517. 

1.7.1 Main Rivers and Hydrology 

The Borough is covered by seven Main River catchments: the River Blythe, Ravenshaw Brook, 
Shadow Brook, Hollywell Brook, Low Brook, Kingshurst Brook and the River Cole. 

The River Blythe forms a right bank tributary of the River Tame entering the Borough at SP 114 742 
to the east of Earlswood Lakes.  The watercourse flows in a north-easterly direction through the 
Borough passing around the southern edge of Cheswick Green (SP 127 755) and the urban area of 
Solihull before turning to flow in a southerly then south-easterly direction.  At SP 181 793 the 
Ravenshaw Brook joins the River Blythe after which the watercourse turns to flow in a southerly then 
south-easterly direction, meandering through predominantly rural floodplain passing around the edge 
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of a number of small settlements including Barston, Eastcote, Temple Balsall and Hampton in Arden.  
At SP 220 820 the watercourse forms the boundary between the Borough of Solihull and North 
Warwickshire Borough Council for approximately 1km, with the tributary of Shadow Brook joining the 
River Blythe at SP 216 825.  The watercourse then continues to flow in a northerly direction 
continuing to form the boundary with Warwick District Council until exiting the Borough at SP 214 831. 

The Ravenshaw Brook forms a small tributary of the River Blythe, rising by Copt Heath (SP 172 787) 
and flowing in a north-easterly direction through the Borough, passing around the northern edge of 
Brian�s Water (SP 176 791) and beneath the Grand Union Canal (SP 178 791), before joining the 
right bank of the River Blythe at SP 180 793. 

The Shadow Brook is a tributary of the River Blythe, rising to the west of Hampton in Arden (SP 193 
809) and flowing in predominantly north-easterly direction through the Borough.  The watercourse 
flows through predominantly rural floodplain, flowing briefly through the northern edge of the 
settlement of Hampton in Arden before continuing in a north-easterly direction and joining the left 
bank of the River Blythe by Diddington Hall on the north-eastern edge of the Borough (SP 216 793). 

The Hollywell Brook forms a left bank tributary of the River Blythe at the eastern extent of the 
Borough, rising by Pendigo Lake (SP 196 836) to the south of the National Exhibition Centre.  The 
watercourse flows in an easterly direction through the Borough through predominantly rural floodplain, 
exiting the Borough at SP 210 835 approximately 0.5km before joining the left bank of the River 
Blythe.     

The Low Brook rises to the east of Elmdon Heath (SP 167 811) and flows in a predominantly northerly 
direction through rural floodplain, passing through Birmingham International Airport (SP 180 844).  
From its headwaters the watercourse is designated non-Main River until it passes beneath a railway 
at SP 178 845 after which it continues in a northerly direction through the western extent of Chelmsley 
Wood before joining the right bank of Kingshurst Brook at SP 171 863.     

Kingshurst Brook forms a left bank tributary of the River Cole entering the Borough in the north-west 
at SP 166 860 and flowing in a north-easterly direction between the urban settlements of Fordbridge 
and Chelmsley Wood before joining the River Cole on the right bank at SP 179 874. 

The River Cole is a left bank tributary of the River Blythe, which is a tributary of the River Tame.  The 
watercourse enters the Borough on the south-western extent, flowing beneath the Stratford-upon-
Avon Canal before continuing to flow in a northerly direction and passing through Solihull Lodge.  
Here the watercourse is designated Non-Main River.  At SP 1034 7920 the watercourse exits the 
Borough and flows into the District of Birmingham where it continues to flow in a predominantly north-
easterly direction before re-entering the Borough of Solihull in the north-western extent to the north of 
Fordbridge (SP 161 877) where the watercourse is now designated Main River.  The River Cole then 
flows in a predominantly westerly direction, passing through urban floodplain between the towns of 
Kingshurst to the north and Fordbridge to the south.  At SP 179 874 the Kingshurst Brook joins the 
River Cole on the right bank before the watercourse continues to flow in a easterly then northerly 
direction before exiting the Borough at SP 123 880.  The catchment is of moderate relief.  The 
overlying geology of the catchment (drift-covered clay) and the considerable urbanisation in the upper 
reaches produces fast runoff and heavy rain can result in sudden floods.  However, the absence of 
significant tributaries means that the floodwaters subside quickly. 
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Watercourse maps, giving an overview of fluvial features in the study area, can be found in Volume 2, 
Tiles A1-A3.  A number of minor watercourses and non-Main Rivers also flow through the Borough 
which have been analysed where data exists.  These include: the Cuttle Brook, Pickford Brook, 
Hatchford Brook and, a series of unnamed watercourses.   

There are no IDBs operating in the Council�s area. 

1.7.2 Geology and Topography 

The topography, geology and soil are all important in influencing the way the catchment responds to a 
rainfall event.  The degree to which a material allows water to percolate through it, the permeability, 
affects the extent of overland flow and therefore the amount of run-off reaching the watercourse.  
Steep slopes or clay rich (low permeability) soils will promote rapid surface runoff, whereas more 
permeable rock such as limestone and sandstone may result in a more subdued response. 

The geology of the Borough consists predominantly of sedimentary rocks and is represented by four 
major geology periods, with the oldest rocks from the Carboniferous period followed by the Permian, 
Triassic and then the younger Jurassic rocks.  The Carboniferous rock sequences make up 
approximately 14% of the geology consisting of sandstones, conglomerates and argillaceous � clay 
rich rocks.  The Permian period comprises sandstones and argillaceous rocks representing about 1% 
of the geology. The Borough is dominated by Triassic argillaceous rocks which make up 84% of the 
geology as well as sandstones. The final 1% of the geological record in the Borough is represented by 
Jurassic argillaceous rocks.  The Borough is dominated by clay rich rocks where soils are not so well 
drained. The sandstone rocks generally provide for well drained soils.  

Drift deposits of various origins are found within the Borough.  Till is sediment that is deposited by 
glaciers and made up of clay; detritus that is indicative of the underlying argillaceous � clay rich rocks.  
There are also deposits of glacial sands and gravels, again due to the deposition of glaciers.  Alluvium 
and lacustrine deposits, sediments deposited by rivers and lakes respectively, can be found 
throughout the Borough consisting of clays, silts and sands. (Volume 2, Tiles D1 (solid) and D2 
(drift)). These superficial deposits are all indicative of the underlying geology. 

The topography of the Borough is comprised of higher elevations and steeper slopes in the north-
east, 180m AOD, north-east of Meriden, gradually decreasing in elevation in a westerly direction 
towards Hampton in Arden where the lowest elevations of 85m AOD are located. Higher elevations 
appear to radiate from Hampton in Arden with a gradual increase towards Solihull to the south-west 
and Berkswell to the south-east. 
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2 Planning Context 

2.1 Introduction 

This section provides an overview of the planning policy framework relevant to Solihull Metropolitan 
Borough Council.   

This report conforms with National and Regional Planning Policy.  Information contained in the SFRA 
will provide evidence to facilitate the preparation of robust policies for flood risk management. The 
SFRA should be used to inform the SA of LDDs and will enable informed decisions to be made 
relating to land use and development allocation within the respective DPDs. 

The success of the SFRA is heavily dependent upon the Council�s ability to implement the 
recommendations put forward for future sustainable flood risk management. It is ultimately the 
responsibility of the Council to establish robust policies that will ensure future sustainability with 
respect to flood risk. 

2.2 Planning Policy Framework 

The UK planning system has a comprehensive hierarchy of policies and plans, beginning with 
national guidance which provides a broad framework for regional plans through to development plans 
at the local level. Development plans are intended to provide clear guidance for prospective 
developers. They are prepared following public and stakeholder involvement and are intended to 
reconcile conflicts between the need for development and the need to protect the wider built and 
natural environment.  

The Government is currently implementing reforms to the planning system with Planning Policy 
Statements (PPS) replacing Planning Policy Guidance (PPG), Regional Spatial Strategies (RSS) 
replacing Regional Planning Guidance (RPG) and Local Development Frameworks (LDF) replacing 
Structure and Local Plans and Unitary Development Plans. 

The following paragraphs provide an overview of the relevant policy documents and a brief 
explanation of their significance for the SFRA. 

2.3 National Planning Policy 

2.3.1 PPS1: Creating Sustainable Communities (2005) 

PPS1 sets out the Government�s objectives for the planning system. It confirms that good planning 
should deliver the right development in the right place and time, and protect the environment. It 
identifies sustainable development as the core principle underpinning planning and requires that 
development plans ensure it is pursued in an integrated manner. 

2.3.2 PPS3: Housing (2006) 

PPS3 has been developed in response to recommendations in the Barker Review of Housing Supply 
(March 2004). Its principal aim is to underpin the necessary step change in housing delivery, 
improving the supply and affordability of housing in all communities including rural areas.  

PPS3 states that the Government�s key housing policy goal is to ensure that everyone has the 
opportunity of living in a decent home, which they can afford, in a community where they want to live. 
The specific outcomes that the planning system should deliver are: 
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• Well designed, high quality housing that is built to a high standard 

• A mix of market and affordable housing for all households in all areas 

• A sufficient quantity of housing, taking into account need and demand and seeking to improve 
choice 

• Housing developments in suitable locations offering a good range of community facilities and with 
good access to jobs, key services and infrastructure 

• A flexible, responsive supply of land; which is used efficiently and effectively, including the use of 
previously developed land 

Housing policies should help to deliver sustainable development objectives, in particular seeking to 
minimise environmental impact taking account of climate change and flood risk, and take into account 
market information, in particular housing need and demand. 

2.3.3 PPG4: Industrial, Commercial Development and Small Firms (1992) 

PPG4 states that one of the Government's key aims is to encourage continued economic 
development in a way which is compatible with its stated environmental objectives.  Economic growth 
and a high quality environment have to be pursued together.  The Environment White Paper "This 
Common Inheritance" (Cm 1200) emphasised this relationship when it said that: 

"Economic growth is not an end in itself. It provides us with the means to lead better and fuller lives. 
There is no contradiction in arguing both for economic growth and for environmental good sense. The 
challenge is to integrate the two." 

Responsibility for the environment is not solely the preserve of central and local government.  The 
planning system plays an important role integrating environmental and economic objectives. 
Development plans provide the policy framework, weighing the importance of industrial and 
commercial development with that of maintaining and improving environmental quality. The principles 
of sustainable development require the responsible use of man-made and natural resources by all 
concerned in a way that ensures that future generations are not worse off. Careful attention to 
environmental issues makes good economic sense for business and industry. 

2.3.4 PPS9: Biodiversity and Geological Conservation (2005) 

PPS9 sets out policies on protection of biodiversity and geological conservation through the planning 
system. The broad aim is that development should have minimal impacts on biodiversity and 
geological conservation interests and enhance them where possible. Appropriate weight should be 
attached to the need to protect international and national designated sites. 

2.3.5 PPG15: Planning and the Historic Environment (1994) 

PPG15 sets out policies on the protection of the historic environment and recognises that planning 
plays an important role in preserving built and natural heritage. 



Strategic Flood Risk Assessment  

Solihull Metropolitan Borough Council 

 15 

2.3.6 PPG17: Planning for Open Space and Recreation (2002) 

PPG17 recognises the importance that public open spaces, green areas and recreational rights of 
way can play in supporting regeneration and contributing to local quality of life.   

2.3.7 PPS25: Development and Flood Risk (2006) 

PPS25 sets out a plan led approach to flood risk. It confirms that all 
forms of flooding and their impact on the natural and built environment 
are material planning considerations. It clarifies the Sequential Test, a 
process that matches types of development to degrees of flood risk 
and strengthens the requirement to include FRAs at all levels of the 
planning process. Regional planning bodies and local planning 
authorities (LPA) should, inter alia, reduce flood risk by safeguarding 
land from development that is required for current and future flood 
management e.g. conveyance and storage of flood water and flood 
defences.  

2.3.8 Town and Country Planning Amendments 

Amendments to the Town and Country Planning (General Development Procedure) Order 1995 came 
into force on 1 October 2006 introducing further requirements for LPA to consult the Environment 
Agency before determining applications for development in flood risk areas.  

The Town and Country Planning (Flooding) (England) Direction 2007 was published in December 
2006. To safeguard against inappropriate development in flood risk areas, it introduces a requirement 
for LPAs to notify the Secretary of State of any application for major development (e.g. 10 or more 
dwellings) in a flood risk area which it proposes to approve against Environment Agency advice. The 
Direction came into force on 1 January 2007.   

2.4 Regional Planning Policy 

Regional planning policies provide the overarching framework for the preparation of the LDF.  
Regional Planning Guidance for the West Midlands (RPG11) was published in June 2004 but under 
the Planning and Compulsory Purchase Act 2004, RPG11 was automatically replaced by a new 
Regional Spatial Strategy for the West Midlands.  The purpose of the West Midlands Regional Spatial 
Strategy (WMRSS) is to provide a long term land-use and transport planning framework for the West 
Midlands region.  The WMRSS framework guides the preparation of local authority development 
plans and local transport plans.  It determines (amongst other things) the scale and distribution of 
housing and economic development for each Local Authority within the region, investment priorities 
for transport and sets out policies for enhancing the environment.  The WMRSS has been prepared 
by the West Midlands Regional Assembly and has been guided by the national policy framework 
provided by Planning Policy Guidance, particularly PPG11, and other key policy documents and plans 
including the National Sustainable Development Strategy.   

The WMRSS was published in June 2004. In approving the document the Secretary of State identified 
a number of issues where further work was required. The WMRSS Revision is being carried out in 
three stages. 

The WMRSS identifies Solihull as part of the Major Urban Areas (MUAs) within the West Midlands 
Region and states that more development opportunities will be created to retain and attract people 
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and investment, with particular emphasis given to the provision of high quality employment sites, the 
regeneration of centres and other opportunity areas.  Within the MUAs improving transport is a 
significant aspect of improving the overall quality of life, a key issue for the spatial strategy. Enhancing 
accessibility and mobility, whilst improving environmental quality, are both vital components of urban 
renaissance.  It has been acknowledged that Solihull, Coventry and Warwickshire can create an 
important growth engine for the region with links to the growing parts of the South-east and East 
Midlands regions.  The WMRSS identifies East Birmingham and Solihull as an Urban Regeneration 
Zone within the Regional Economic Strategy to provide a focus for action in areas of need and 
provide substantial opportunities for change.  The WMRSS also identifies Coventry, Solihull and 
Warwickshire as �High-Technology Corridors� within which cluster developments, closely linked to the 
Region�s critical research and development capabilities and advanced technologies will be promoted.   

The West Midlands Regional Flood Risk Appraisal was produced in October 2007.  The document 
was prepared to enable the West Midlands Regional Assembly to take flood risk into account when 
preparing the WMRSS and takes into account requirements of the original Brief and national guidance 
provided in PPS 25 and the accompanying Practice Guide Companion.  The appraisal included 
profiling of the principal river systems and tributaries, consideration of flood risk in each Local 
Planning Authority area and production of Flood Risk Profiles in each area.  For the Borough of 
Solihull, it was reported that there are no significant locations which are not defended against flooding 
to a satisfactory standard. 

The �Development and Flood Risk� section of the WMRSS sets out the following in relation to Flood 
Risk Management: 

�8.42 The implications of climate change for the severity of floods is uncertain but the most 
realistic approach is to accept that flooding is an inevitable process. PPG25 [now PPS25] 
Development and Flood Risk sets out detailed guidance on how flood risk should be considered 
at all stages of the planning and development process, including a sequential approach to 
locating development.  Local authorities should also consider local Environment Agency plans, 
Catchment Flood Management Plans and indicative floodplains (Quality of the Environment � 
Assets Diagram). 

8.43 For the review of this RPG the RPB with the Environment Agency and other partners should 
identify where flooding issues are likely to be of Regional significance, assess their implications 
for the distribution of development and where appropriate, set out appropriate policies and 
measures to address them. This could include defining areas where sustainable drainage 
systems would best contribute to reducing flood risk, and improving water quality where the need 
to improve the performance of the floodplain, attenuate flows and provide local treatment of 
polluted run-off is greatest. However it should be borne in mind that sustainable drainage systems 
are unlikely to provide the complete answer to problems associated with large-scale river flooding 
episodes; in the longer term they can help attenuate flows and reduce the risk of flooding in urban 
areas downstream. 

8.44 When considering the possible risks, implications and steps needed to prevent general 
flooding affecting new development, the potential for sewer flooding should also be considered by 
developers and planning authorities.  Large new developments may require some new or updated 
infrastructure in the existing sewer network and treatment works in order to cope with the 
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additional load. Sustainable drainage systems can, in the correct conditions, help alleviate sewer 
flooding problems by preventing surface water from entering the sewerage system.� 

2.5 Local Planning Policy 

2.5.1 Local Development Framework 

Existing development policies and proposals for Solihull 
are principally contained in the Solihull Unitary 
Development Plan (UDP) which was adopted in 2006.  
The Solihull UDP 2006 is the Council's statutory land-
use plan which designates land to meet the Borough's 
housing and business requirements, contains policies 
that guide and control development, designates Green 
Belt and contains other policies on a range of issues 
such as transport, the environment, countryside, retail 
centres, recreation, mineral and waste. It also has a 
fundamental role of balancing the pressure for 
development against the need to protect the environment. 

The Solihull UDP 2006 is the first review of the UDP adopted in 1997, and covers the period 2001-
2011. Preparation of the 2006 UDP began in 1998 and, following a public local inquiry in 2004, the 
Plan was finally adopted in February 2006. 

The planning system was revised in September 2004 and the Council's UDP policies and proposals 
will now gradually be replaced by a folder of different planning policy and proposal documents known 
as a LDF. Until such time as the UDP is replaced it will remain part of the LDF. 

Within the LDF, DPDs will be produced e.g. the Core Strategy, site allocations documents and area 
action plans; supplementary planning documents and process documents (the Statement of 
Community Involvement, annual monitoring reports and the Local Development Scheme). 

 LDF 



Strategic Flood Risk Assessment  

Solihull Metropolitan Borough Council 

 18 

3 Study Methodology 

3.1 Level 1 SFRA Methodology 

A Level 1 SFRA is defined in the Practice Guide Companion as a desk-based study using existing 
information to allow application of the Sequential Test and to identify where the Exception Test is 
likely to be necessary.  The main tasks undertaken during the study were as follows: 

a) Establishing relationships and understanding the planning context: 

An Inception meeting was held to build relationships between the project team, the Councils and 
the Environment Agency.  This allowed the partnering approach to form, and allow the free 
exchange of available information.  Discussions were held on the status of the Council�s LDFs 
and planning pressures to gain a clear picture of the challenges faced by the planning teams, and 
the various opportunities and constraints guiding the site allocation process.  The study area was 
also discussed in detail, giving an overview of local features and flooding experienced from all 
sources. 

b) Gathering data and analysing it for suitability: 

A quality review of flood risk information was carried out by an experienced core team, who 
reviewed the collated data, assessed its significance and quality and advised on which data would 
be needed to drive the SFRA.  The main approach adopted for the SFRA was to build on previous 
studies and existing information, supplied during the data collection phase. 

c) Producing strategic flood risk maps, GIS deliverables and a technical report 

A series of GIS maps were produced using the data gathered in the early phases of the study. 
The main mapping output is the strategic flood risk maps for the entire study area, which shows 
Flood Zones 1, 2 and 3 and flooding from all other sources, and should be used to carry out the 
Sequential Test.  Other maps include study area maps showing canals and fluvial features, 
climate change maps showing the impacts of climate change on flood probability, geological 
maps,  historic flood outline maps, and maps showing flood watch and warning areas.  Hardcopy 
maps are provided in Volume 2 of the SFRA report, while GIS layers can be found in the CD at 
the front of this report.   

d) Providing suitable guidance 

Sections have been written in the report providing guidance on policy considerations, the 
application of the Sequential Test, guidance for the preparation of FRAs and guidance for the 
application of Sustainable Drainage Systems (SUDS) in the study area.  A planning workshop will 
also provide further guidance on the application of the Sequential Test.  This will establish the 
principles of Sequential Test, provide mock Sequential Testing scenarios and help to develop 
broad policy recommendations. 

3.2 Need for a Level 2 SFRA 

Where the need to apply the Exception Test is identified, due to there being an insufficient number of 
suitably available sites for development within zones of lower flood risk or due to possible increases in 
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flood risk arising from climate change, the scope of the SFRA may need to be widened to a Level 2 
assessment. 

This increased scope involves a more detailed review of flood hazard (flood probability, flood depth, 
flood velocity, rate of onset of flooding) taking into account the presence of flood risk management 
measures such as flood defences. This could include 2D modelling and breach/overtopping analysis 
for certain locations.  

Level 2 SFRA outputs include: 

• An appraisal of the condition of flood defence infrastructure and likely future policy 

• An appraisal of the probability and consequence of breach or overtopping of flood defence 
infrastructure 

• Maps showing distribution of flood risk across zones 

• Guidance on appropriate policies for making sites which satisfy parts a) and b) of the Exception 
Test safe; and the requirements for satisfying part c) of the Exception Test 

• Guidance on the preparation of FRAs for sites with varying flood risk across the Flood Zone 

In general, the Level 2 SFRA should aim to provide clear guidance on appropriate risk management 
measures for adoption on sites within Flood Zone 3, which are protected by existing defences. This 
should minimise the extent to which individual developers need to undertake separate studies on the 
same problem. The scope of a Level 2 SFRA cannot be fully determined until the Sequential Test has 
been undertaken by each Council on all possible site allocations. 

3.3 Technical Background 

It is useful to gain a good understanding of Flood Zones and the approach taken to satisfy the Level 1 
SFRA requirements, using existing data. 

3.3.1 Flood Zones 

Flood Zones show the areas potentially at 
risk of flooding from rivers or the sea, 
ignoring the presence of defences 
(although areas benefiting from formal 
defences are identified). 

PPS 25 defines the Flood Zones as 
follows:  

Zone 1: Low Probability 

This zone comprises land assessed as 
having a less than 1 in 1000 annual 
probability of river or sea flooding in any 
year (<0.1%). 
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Zone 2: Medium Probability 

This zone comprises land assessed as having between a 1 in 100 and 1 in 1000 annual probability of 
river flooding (1% � 0.1%) or between a 1 in 200 and 1 in 1000 annual probability of sea flooding 
(0.5% � 0.1%) in any year. 

Zone 3a: High Probability 

This zone comprises land assessed as having a 1 in 100 or greater annual probability of river flooding 
(>1%) or a 1 in 200 or greater annual probability of flooding from the sea (>0.5%) in any year. 

Zone 3b: The Functional Floodplain 

This zone comprises land where water has to flow or be stored in times of flood. SFRAs should 
identify this Flood Zone where possible (land which would flood with an annual probability of 1 in 20 
(5%) or greater in any year or is designed to flood in an extreme (0.1%) flood, or at another probability 
to be agreed between the LPA and the Environment Agency, including water conveyance routes). 

Flood Zone maps in this SFRA have been produced from two sources: Environment Agency Flood 
Zone maps, published and updated quarterly in their website, and detailed local hydraulic modelled 
outlines.  

3.4 Environment Agency Flood Zone maps 

A national flood map dataset has been produced by the Environment Agency.  Most fluvial Flood 
Zones 2 and 3 are derived from the modelling package JFlow, which is a �coarse� modelling approach 
(see Appendix C). In many places the results of flood mapping studies have superseded the JFlow 
outlines. Generally these studies have included detailed hydrological research, surveyed river cross 
sections, and more precise digital modelling such as ISIS, TuFlow and HecRas. 

It should be noted that not all minor watercourses have had Flood Zone maps produced for them.  
Only watercourses with a catchment area greater than 3km† have been modelled using JFlow 
software and, therefore, smaller watercourses as identified on the 25K OS map within Flood Zone 1 
may not be covered by the Environment Agency Flood Maps.  As such, for any development site 
located adjacent to an unmapped watercourse within Flood Zone 1, it is recommended that an 8m 
development easement from the top of bank is applied, and a site specific FRA is undertaken.   

The Environment Agency flood maps do not show the functional floodplain, Flood Zone 3b, which is a 
recent PPS 25 requirement.  
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4 Flood Risk in the Study Area 

4.1 Approach to Data Gathering 

Throughout the data collection and review process it has been critical to make best use of the 
significant amount of information which already exists with respect to flood risk (held by the Council, 
Environment Agency, British Waterways, the Highways Agency, Severn Trent Water and other key 
consultees).  The team has been able to review the collected data, assess its significance and quality, 
and advise on which part of the collected data needed to be used for the SFRA. The main approach 
to the SFRA has been to build on previous studies and gathered information.  

Consultation has formed a key part of the data gathering stage of the SFRA. The above stakeholders 
were consulted during the SFRA and as part of the consultation process, an Inception meeting was 
held to allow key stakeholders to share their experience and knowledge of flooding issues across the 
study area. The benefits of adopting a partnering approach (as advocated by PPS25) are significant 
and have helped to ensure that the findings and recommendations of the SFRA are relevant and 
workable for the Council. 

4.2 Historical Flooding 

Recent years have seen a number of large scale flood events throughout the UK including October 
1998, autumn 2000, February 2002, New Year 2003, February 2004 and more recently summer 
2007.  There is only one historic flood outline which has been produced by the Environment Agency 
for the Borough, and this pertains to the December 1992 event (Volume 2, Tiles E1-E2).  A small area 
of the north-eastern end of the Borough was affected by a flood event on the River Blythe.  This only 
affected the river�s floodplain and did not encroach upon any properties. 

During summer 2007 England experienced the wettest three months to the end of July since records 
began, with at least twice the average rainfall falling across parts of the country.  The extreme 
conditions led to large scale urban and rural flooding across south-west England, north-east England 
and the Midlands. Much of the flooding was from a combination of surface water and fluvial flooding.  

Records of flooding received from the Borough Council indicate that blockages to culverts were a big 
issue throughout the Borough which resulted in localised flooding in some locations. 

4.3 Fluvial Flood Risk in Solihull Metropolitan Borough as defined by Flood Zone maps 

Within the Metropolitan Borough of Solihull there are a number of urban areas that are at least 
partially contained within Flood Zone 2.  The Environment Agency Flood Zone maps provide an 
indication of the locations at risk from fluvial sources within the Borough. 

A number of properties are located within the Environment Agency Flood Zone 2 along the River Cole 
at Fordbridge (SP 1722 8787) and the Kingshurst Brook in the northern extent of the Borough to the 
west of Chelmsley Wood.  Both commercial and residential properties are located within Flood Zone 2 
along the Low Brook to the south-west of Chelmsley Wood as the watercourse flows through 
Birmingham International Airport and towards the confluence with Kingshurst Brook.  However it 
should be noted that the flood outlines appear to be misaligned in places along the Low Brook and 
therefore caution should be taken when interpreting the information. 
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Flood Zone maps for the Hatchford Brook, Westley Brook and an unnamed tributary in the north-
western corner of the Borough indicate that a substantial number of properties are located within 
Flood Zone 2.  Analysis of the Flood Zone maps at these locations indicate that the flood outlines 
appear to be misaligned in places and therefore caution should be taken when interpreting the 
information. 

The River Blythe flows through the centre of the Borough in a north-westerly then northerly direction.  
The Flood Zones extend predominantly into agricultural land incorporating a number of isolated farms 
as the watercourse flows through the Borough.  A number of properties are also located within Flood 
Zone 2 adjacent to Cheswick Green (SP 1257 7564) and at the eastern edge of Solihull (SP 1633 
7878). 

In the south of the Borough, Flood Zone maps are available for three tributaries of the River Blythe 
including the Cuttle Brook and two unnamed tributaries.  The Flood Zone maps extend predominantly 
into agricultural land, with only a few isolated buildings located within Flood Zone 2.  It should be 
noted that the flood outlines appear to be misaligned in places and therefore caution should be taken 
when interpreting the information. 

4.4 Flooding from Other Sources 

Methodologies for recording flooding from sources other than fluvial or tidal were not standardised 
until 2006.  Therefore records held of such flooding can be incomplete, or not to a uniform standard.  
Information has been gathered on flooding experienced from sources other than rivers, and is 
described in this section. 

4.4.1 Flooding from Artificial Drainage Systems and Surface Water Runoff 

All Water Companies have a statutory obligation to maintain a register of properties/areas which are 
at risk of flooding from the public sewerage system, and this is shown on the DG5 Flood Register.  
This includes records of flooding from foul sewers, combined sewers and surface water sewers which 
are deemed to be public and therefore maintained by the Water Company. The DG5 register tends to 
show, to a greater or lesser extent: the date of the most recent incident, the post town, locality, street, 
post code, a type and problem description, if internal flooding occurred, details of curtilage flooding, 
and the eastings and northings of the flood incident.  The recording of flood events by the authorities 
has often led to improvements intended to prevent reoccurrence, so historical flooding is not 
necessarily evidence of propensity for future flooding.  Information on flooding caused by surface 
water runoff can also be obtained from local government, the Highway Authorities / Agency and the 
Environment Agency. 

Information on flooding from surface water and artificial drainage sources has been provided by 
Severn Trent Water (STW) in the form of four digit postcode locations as recorded within their DG5 
Flood Register.  This information has been digitised and represented as post code areas within a GIS 
layer.  Where a flooding incident has been recorded the whole area is shown as at risk and due to 
data protection requirements it is not possible to specify the exact location of the incident.  Therefore, 
when the information is displayed on the paper maps the majority of the Borough appears to be 
affected by flooding, when in fact there may only be 1 property at risk within that particular postcode 
area.  It was therefore decided not to display the affected postcode areas on the paper maps.  
Instead, a digital GIS layer has been provided which allows the user to view the data within a GIS 
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package and by clicking on a post code area establish the numbers of properties affected within each 
area. This can be found on the data CD attached to the front cover of this report.   

The aim of the DG5 levels of service indicators is to measure the frequency of actual flooding of 
properties and external areas from the public sewerage system by foul water, surface water or 
combined sewage. It should be noted that flooding from land drainage, highway drainage, 
rivers/watercourses and private sewers is not recorded within the register. 

When a flood incident is reported to STW, a decision chart is used to asses whether the properties / 
areas are �at risk� and then the record is added to the appropriate register.  The following registers are 
currently maintained: 

• Properties / areas at risk of flooding twice in ten years or more are added to the 2 in 10 year 
(2:10) register 

• Properties / areas at risk of flooding once in ten years but less than twice in ten years are added 
to the 1 in 10 year (1:10) register 

• Properties / areas at risk of flooding more than once in twenty years but less than once in ten 
years are added to the 1 in 20 year (1:20) register 

• Properties / areas at risk of flooding on a greater than 20 year return period are added to the 
1:>20yr register 

Within the Solihull Borough there are twenty nine postcode areas identified as at risk of flooding from 
artificial drainage systems and surface water runoff.  Due to the implications of the Data Protection 
Act on the data held on the DG5 flood register, this report cannot pin-point the exact locations of 
properties at risk; however, the numbers of properties affected within each post code area has been 
identified and detailed in the table overleaf.  The Environment Agency has asked that, should 
development take place in these areas, further work should be carried out to investigate the nature 
and scale of the risk posed, so that mitigation can be put in place and the areas can be targeted 
through appropriate policies for reducing flood risk. 
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Flooding From Artificial Sources as Recorded in Severn Trent DG5 Register 

Postcode 
Area 

No. 
Properties 
Affected 

B36 0 1 
B36 9 2 
B37 6 3 
B37 7 1 
B46 1 1 
B46 3 2 
B90 1 3 
B90 2 5 
B90 3 1 
B90 4 2 
B91 1 37 
B91 2 13 
B92 0 4 
B92 7 7 
B92 8 11 
B92 9 1 
B93 0 2 
B93 8 3 
B93 9 3 
B94 5 2 
B94 6 4 

CV35 7 4 
CV4 8 1 
CV4 9 1 
CV5 7 5 
CV5 9 1 
CV7 7 15 
CV7 8 4 
CV8 1 32 

 

It is evident from the table above that flooding from artificial sources occurs throughout the majority of 
the Solihull Borough.  The post code areas with the most reported incidents were towards the western 
extent of the Borough (post code areas: B91 1, B91 2, B92 8 and CV8 1) and towards the eastern 
extent of the Borough within post code area CV7 7 (15 reported incidents) and CV8 1 (32 reported 
incidents.  It should be noted that only a small percentage of post code area CV8 1 is actually located 
within the Borough of Solihull, and due to data protection requirements it is not possible to establish 
how many of the properties at risk are actually located within the Borough.          

Severn Trent Water has stressed that Local Planning Authorities should adopt a planning policy 
requiring the use of Sustainable Drainage Systems (SUDS) as proposed in PPS25 and that PPS25 
should be used to allocate land for development within Flood Zones so that the risk of fluvial flooding 
is minimised.  This reduces the risk of fluvial flood waters entering public foul and surface water 



Strategic Flood Risk Assessment  

Solihull Metropolitan Borough Council 

 25 

sewers and resultant widespread flooding and pollution.  Individual developments should be designed 
so that natural flood pathways are left free of buildings.  Further guidance on the application of SUDS 
can be found in Section 11, and in the CIRIA Report C635, Designing for Exceedance in Urban 
Drainage (2006).  

4.4.2 Flooding from Impounded Water Bodies 

Records of flooding from reservoirs and canals are erratic as there is no requirement for the 
Environment Agency to show historic flooding from canals and raised reservoirs on plans. In 
particular, PPS 25 does not require flood risk from canals and raised reservoirs to be shown on the 
flood map.  This is surprising, as overflows from canals are common due to flows from land drainage 
and their frequent lack of overflows. Occasionally major bank breaches also occur, leading to rapid 
and deep flooding of adjacent land. 

Two canals are located within the Borough of Solihull: the Grand Union Canal and the Stratford-upon-
Avon Canal.  Consultation with British Waterways (BW) has indicated that there is one record of a 
canal breach within the Borough of Solihull on the Grand Union Canal by Copt Heath (SP 1829 7802).  
This breach occurred on the 20th November 1997 and was thought to be caused by a farmer 
excavating the toe of an embankment resulting in a 65m slope failure.    

It is however important that canals are included in any SFRA as they form a vital land drainage 
function.  Any FRA should therefore take account of canals.  Not only do canals occasionally overtop 
in places due to high inflows from natural catchments (i.e. where inflows are higher than the capacity 
of the flood control structures), but they are also vulnerable where overtopping occurs from adjacent 
water courses.  Additional water from adjacent watercourses must be routed/conveyed by the canal 
which may cause issues elsewhere, not only within the catchment of interest but also in neighbouring 
catchments, as the canal crosses catchment boundaries.  Additionally, the canal itself can reduce 
flood risk where BW control flood flows within the canal, or accept flood waters either for temporary 
storage or transfer. 

At present canals do not have a level of service for flood recurrence, although BW, as part of its 
function, will endeavour to maintain water levels to control the risk of flooding from canals to adjacent 
properties.  It is important, however, that any development proposed adjacent to a canal be 
investigated on an individual basis regarding flooding issues and should be considered as part of any 
FRA. 

Reservoirs with an impounded volume in excess of 25,000 cubic metres (measured above natural 
ground level) are governed by the Reservoirs Act and are listed on a register held by the Environment 
Agency.  Due to high standards of inspection and maintenance required by legislation, normally flood 
risk from registered reservoirs is moderately low.  

Consultation with the Environment Agency indicated that two reservoirs are held on the Environment 
Agency�s register.  These are: Olton Reservoir (SP13500 81600) and Pendigo Lake (SP19300 
83500).  Investigation into the history of these reservoirs did not uncover any records of breach or 
overtopping.  Analysis of OS Maps has indicated that there are a number of water bodies towards the 
eastern extent of the Borough to the east of Hampton in Arden.  These bodies of water are on sand 
and gravel pits or within farm land.  No information regarding historic breaching or flooding from the 
bodies of water was found as part of this study.      
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4.4.3 Flooding from Groundwater 

The Environment Agency can monitor groundwater levels using boreholes and the records of these 
are held on the WISKI database.  Both the Environment Agency and planning authorities can keep 
records of instances where a high water table has led to individual groundwater flooding events. 

Consultation with the Environment Agency has suggested that there are no known problems with 
flooding from groundwater within Solihull Metropolitan Borough. 
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5 Strategic Flood Risk Mapping 

5.1 Strategic Flood Risk Maps 

A key output of the SFRA is a series of maps covering the LPA area, showing flood risk from sources 
including fluvial, surface water, foul and combined sewers, groundwater and impounded water bodies 
such as rivers and canals.  The maps use the information detailed in section four.  The strategic flood 
risk maps are presented as GIS layers, and can be interrogated to gain the associated descriptive 
information.  These can be found in the CD attached to this report. 

Level 1 SFRAs should seek to use Flood Zone outlines which have been produced using detailed 
modelling techniques in preference to the Environment Agency�s Flood Zone maps. When 
representing the Flood Zones, Level 1 SFRAs should also show the functional floodplain, Flood Zone 
3b, where such outlines exist.  If Flood Zone 3b has not been produced as part of a detailed modelling 
project, similar outlines, such as the 1 in 25 year outline can be used, upon agreement with the 
Environment Agency.  In the absence of such detailed information, a precautionary assumption has 
been adopted where Flood Zone 3b has not been modelled.  When carrying out the Sequential Test 
the LPA should assume that where Flood Zone 3b has not been modelled, its extent would be equal 
to Flood Zone 3a (High Probability).   

This approach is suitable at the Level 1 SFRA stage when carrying out the Sequential Test, a process 
whereby development should be placed in the lowest risk zone, Flood Zone 1.  Where there are no 
reasonably available sites in Flood Zone 1, decision-makers should take into account the flood risk 
vulnerability of the development and consider reasonably available sites in Flood Zone 2. Only where 
there are no reasonably available sites in Flood Zones 1 or 2 should decision-makers consider the 
suitability of sites in Flood Zone 3.  

In the absence of a Flood Zone 3b outline, the implications of assuming Flood Zone 3b is equal to 
Flood Zone 3a can be summarised in the following example.  PPS 25 says that �more vulnerable� 
developments, such as a housing development, can be placed in Flood Zone 3a provided it passes 
the Exception Test, but cannot be placed in Flood Zone 3b.  If such a development was placed in 
Flood Zone 3a following the Sequential Test, further modelling work would have to be carried out as 
part of a Level 2 SFRA to define the extent of Flood Zone 3b, thereby defining the area where the 
development could not be placed.  In the event that detailed modelling work is not possible, the LPA 
should assume that Flood Zone 3b extends to the 3a extent, and should therefore remove the 
development from this area.  Should a developer wish to prove otherwise, it is at this stage that 
developer contributions can be given in order to carry out further modelling work.  Such a scenario 
would be expected in an area where the development pressures are significant and there is little other 
developable land in lower risk areas. 

Should sites be placed in Flood Zones 2 or 3, they should always be assessed through a more 
detailed Level 2 SFRA, which will refine Flood Zone information and allow the development to be 
located on parts of the site at lowest probability of flooding, and ensure that other areas do not 
become subject to increased risk as a result of the development. 
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5.1.1 Hydraulic (River) Models 

River models have been collected and used for the production of the SFRA flood maps.  Within the 
Borough of Solihull, two Environment Agency hydraulic models are known to exist: the River Cole and 
River Blythe.  

The River Cole model covers the whole of the Main River Cole channel within the northern extent of 
the Borough from the point at which the watercourse enters the Borough at the north-western extent 
close to Babb�s Mill (SP 1616 8774) to the point at which it exits the Borough to the east of Fordbridge 
at SP 1837 8799.  The hydraulic model does not extent as far upstream as the River Cole as it flows 
through Solihull Lodge.  Modelled flood outlines for the River Cole were provided by the Environment 
Agency for Flood Zones 2 and 3.  These have been used in preference to the current Environment 
Agency Flood Zones for Flood Zones 2 and 3.  In addition, mapped outlines for Flood Zone 3b have 
been used to produce the Flood Zone 3b outline for the River Cole.   This is in line with the current 
guidelines outlined in PPS 25. 

The River Blythe model covers the whole of the Main River Blythe channel within the Borough from 
Earlswood Lakes (SP 1150 7430) to point at which the watercourse exits the Borough at its boundary 
with North Warwickshire Borough Council to the east of the National Exhibition  
Centre (SP 2137 8320).  No modelled flood outlines were provided for this watercourse.  Therefore 
the current Environment Agency Flood Zones were used for the SFRA maps.  

5.2 Climate Change Maps 

PPS 25 sets out guidance for changes to flood risk as a result of climate change and this is shown 
overleaf. These climate change scenarios are now included in most Environment Agency river models 
and flood outlines are produced; for older river studies this is less likely.  

The main Climate Change table (adapted to demonstrate effects on rivers) from PPS 25 is shown 
below: 

Parameter 1990 
to 

2025 

2025 
to 

2055 

2055 
to 

2085 

2085 
to 

2115 

Peak rainfall intensity +5% +10% +20% +30% 

Peak river flow +10% +20% 

 

In its November 2006 publication of the predicted effects of climate change on the United Kingdom, 
DEFRA described how short duration rainfall could increase by 30% and flows by 20%, and suggests 
winters will become generally wetter.  These effects will tend to increase both the size of Flood Zones 
associated with the sea and rivers, and the amount of flooding experienced from �other sources�. 

Modelled flood outlines for the River Cole model were provided for the 100 year return period 
increased by 20% (the current recommended means of representing the climate change within 
hydraulic models).  These have been used in preference to the current Environment Agency Flood 
Zones for the climate change scenario.  For models where no climate change outlines have been 
produced, analysis of other modelled scenarios has been undertaken to assess their suitability for use 
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as a climate change proxy.  In general our past experience has shown that the 1 in 1000 or 1 in 200 
year outlines often show similar extents to the climate change scenarios of the 100 year event. 

For watercourses where models do not exist, the most up-to-date Environment Agency Flood Zone 
maps have been used.  A 1 in 100 year climate change scenario has been produced by assuming 
that Flood Zone 2 (1 in 1000 year return period) will become Flood Zone 3 (1 in 100 year return 
period).  We have also assumed that the functional flood plain (3b - 1 in 20 year return period) will 
become Flood Zone 3a (1 in 100 year return period). This is a precautionary approach but one which 
is consistent with our past modelling experience, which has shown that the 1 in 1000 year flood 
outline is often similar to the climate change scenario for the 100 year event.  PPS 25 requires that 
present day Flood Zone maps are used to carry out the Sequential Test.  However the LPA might 
wish to use the climate change maps to carry out the Sequential Test, in order to give a particularly 
long-term risk-based approach to planning. 

This is the level of detail which PPS25 requires for a Level 1 SFRA, and gives an indication of how 
Flood Zones and flood probabilities are likely to change over time.  The climate change scenarios are 
provided in Volume 2, Tile C1.  
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6 Flood Warning Systems and Flood Risk Management Measures 

6.1 Flood Risk Management 

Flood risk management can reduce the probability of occurrence through the management of land, 
river systems and flood defences, and reduce the impact through influencing development in flood 
risk areas, flood warning and emergency response.  

6.1.1 Catchment Flood Management Plans 

A Catchment Flood Management Plan (CFMP) is a high-level strategic plan through which the 
Environment Agency seeks to work with other key-decision makers within a river catchment to identify 
and agree long-term policies for sustainable flood risk management.  Two CFMPs cover Solihull 
Borough: the River Trent and River Severn.  

River Trent CFMP 

The River Trent CFMP is currently being undertaken for the River Trent catchment and at the time of 
production of this SFRA, the document had been released for consultation (closing 28th January 
2008).  The study considers flooding over an area covering the River Trent catchment and all of its 
tributaries, which is a total area of over 10,000 square kilometres.  The document gives an overview 
of flood risk in the River Trent catchment and sets out a preferred plan for sustainable flood risk 
management over the next 50 - 100 years.  The document is currently in draft form and therefore it is 
possible that changes will be made to the text referred to below.  The current draft and final document 
will be available on the Environment Agency�s website.   

The Environment Agency and their partners have developed policies to manage flood risk in the 
future.  These policies set our the direction flood risk management will take in the future, and will help 
achieve their vision for a more sustainable, cost effective and natural approach to managing flood 
risk.  The policies are detailed overleaf. 

 

 

 

 

 

 

 

 

 

 

 



Strategic Flood Risk Assessment  

Solihull Metropolitan Borough Council 

 31 

Trent CFMP Policy Options 

Policy option Policy 

1 No active intervention (including flood warning and maintenance), Continue 
to monitor and advise 

2 Reduce existing flood risk management actions (accepting that flood risk will 
increase over time). 

3 Continue with existing or alternative actions to manage flood risk at the 
current level (accepting that flood risk will increase over time from this 
baseline). 

4 Take further action to sustain current scale of flood risk in the future 
(responding to the potential increases in flood risk from urban development, 
land use change, and climate change 

5 Take further action to reduce flood risk (now and in the future) 

6 Take action to increase the frequency of flooding to deliver benefits locally 
or elsewhere, (which may constitute an overall flood risk reduction, for 
example for habitat inundation).   

 

The Trent catchment and its tributaries has been divided into 10 policy units.  Each policy unit has 
been assessed to decide which policy will provide the most appropriate level and direction of flood 
risk management for both now and the future.  Out of the six standard flood risk management policies 
listed above, one has been applied to each policy unit.  These policies have been agreed nationally 
and are being applied to CFMPs in a standard way across England and Wales.   

The allocation of the policies to each unit involved the review of large amounts of information, 
alongside feedback and extensive consultation and consideration was given to how the policy units 
would interact with each other.  The policy units of importance to this SFRA for Solihull Borough 
Council are policy units 6 and 10.   

Policies were chosen on how well the policy actions would meet catchment objectives, the tables 
below provide a summary of the main factors considered when selecting the most appropriate policy 
option for each of the policy units.  The section also indicates likely consequence of implementing 
each policy. 
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Relevant Trent CFMP Policy Units for Solihull 

Policy unit 6 Mid Staffs and Lower Tame 

Problem / risk Physical characteristics: 

• South-east Lowland area of upper Trent is predominately pasture with 
open arable areas, wooded heights above the wide, shallow central 
valley. Arden area wooded farmland landscape with rolling hills. North 
eastern industrial area based around former Warwickshire coalfield. 
Lower broad flat flood plains of the Tame and Trent confluence. 

• Triassic mudstones dominate the geology within this Policy Unit. 

• Soil Predominantly loamy with small areas of sandy soil. Area 
vulnerable to high run-off rates and soil erosion. 

• Cannock Chase Area of Outstanding Natural Beauty (AONB). Area of 
high sandstone heather and bracken heathland with birch woodland 
and extensive pine plantations. 

 Flood mechanism: 

• The watercourses within the policy unit are relatively natural with few 
flood defences. Flooding occurs as a result of overtopping banks or 
embankments. 

 Receptor (Areas affected): 

• Main towns at risk are Rugeley, Tamworth and Rocester. 

• SAC � Pasturefields Salt Marsh, River Mease.  

• SSSI � Whitacre Heath, Middleton Pool, Alvecote Pools, Blithfield 
Reservoir, River Blythe. 

• NNR � Chartley Moss 

• Landscape designations: Cannock Chase � Area of Outstanding 
Natural Beauty (AONB) 

 Flood risk: 

• Flood risk is assessed as generally low, but medium at Tamworth due 
to the number of relatively high number of properties located behind 
the existing defences. 

Potential source of future flood risk 

• Climate change  

• Land use change 

• Urbanisation 
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Opportunities and constraints: 

Opportunities: 

• Improved efficiencies and more effective flood risk management.  

• Flood risk reduction through changes in land management. 

• Improved efficiencies through more focused and targeted 
maintenance. 

• Utilise disused aggregate workings for flood risk management. 

Constraints: 

• Large number of small settlements potentially at risk. 

• Existing aggregate extraction. 

 Policy unit objectives: 

• Minimise disruption to people and communities caused by flooding in 
Tamworth and other smaller settlements along the Trent corridor, 
taking into account future climate change and development pressure. 

• Reduce the disruption caused by flooding to transport and 
infrastructure. 

• Sustain and protect cultural and social heritage in the policy unit. 

• Sustain and improve the status of environmentally designated areas 
through appropriate frequency, extent and duration of flooding, 
including using rivers and floodplains to benefit nature conservation. 

• Reduce soil erosion resulting from rapid surface water run-off, 
particularly where there has been significant ground disturbance 
caused by mining (Staffordshire) and where sandy soils are prone to 
erosion such as Cannock Chase. 

• Return watercourses to a more natural state, increasing biodiversity 
and opening up green river corridors through urban areas. 

• Sustain and increase the amount of BAP habitat in the catchment. 

• Support and encourage land management and drainage practices, 
particularly from Staffordshire coal mining areas that will protect and 
improve water quality. 

Policy selected Policy option 6 - Take action 

Justification Large rural area, with low flood risk (AAD = £17.8m). 

Future flood risk is unlikely to increase significantly in the future (Future 
scenario AAD = £26.9m) � main driver for change is climate change. 

Main source of flood risk is Tamworth which can be managed by attenuation 
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elsewhere and by allowing more space for flood plain inundation through 
Tamworth itself. 

Flooding downstream in policy unit 5 (Burton, Derby and Nottingham) can be 
reduced in parts by applying policy 6 in this policy unit. 

Policy 6 meets policy unit objectives downstream in policy unit 5. 

Alternative 
policies 
considered 

Policy 1 - do nothing. The current level of management is considered 
justifiable to prevent an unacceptable increase in flood risk. 

Policy 2 � reduce current level of flood risk management. As with policy 
option 1, the potential damages and losses would be unacceptable under a 
�do less� policy. 

Policy 3 � maintain current level of flood risk management. Although the 
current level of flood risk is considered acceptable, it has been shown that 
flood damages will increase in the future. 

Policy 4 � maintain the current level of flood risk into the future. The current 
level of risk is not considered excessive and so this policy is not justified. 

Uncertainties and 
dependencies 

This policy selection is largely dependant on our assessment of current and 
future flood risk being relatively low, and that more sustainable flood risk 
management options will be sufficient to maintain an acceptable level of flood 
risk within the policy unit. 

The success of this policy depends on being able to manage flood risk in 
Tamworth effectively. 

 

Policy unit 10  Birmingham and the Black Country 

Problem / risk Physical characteristics: 

• This is the most heavily urbanised and populated area within the 
Trent catchment. Surface water and urban flooding from the 
drainage network are a concern. 

• Landscape dominated by urban development and associated urban 
edge landscapes. 

• Ground levels are relatively high in this policy unit where the River 
Tame rises south of Walsall and flows through Birmingham into the 
lower broad flood plains. 

• The predominant geology of the Tame catchment is Keuper Marl 
interspersed with Triassic Sandstone. Soil drainage is impeded by 
the loamy clay soil which overlies the geology and therefore quite a 
high percentage of the rainfall that falls on the catchment runs off. 
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 Flood mechanism: 

There is a range of complex flood mechanisms within this large urban 
policy unit. The main ones are: 

• Insufficient capacity of the Main Rivers passing through the urban 
areas, resulting in floodplain inundation, overtopping of 
embankments, surcharging of sewers and drains and by-passing 
intended flow routes into undefended areas; 

• Urban drainage systems being overwhelmed by heavy rain and 
rapid run-off from impervious surfaces; 

• The urban drainage system being unable to discharge into receiving 
watercourses due to high water levels; 

• Combined storm water and foul water systems being overwhelmed 
and spilling sewage into watercourses and into existing flood water. 

 Receptor (Areas affected): 

• People, property, infrastructure, commerce and industry. 

• SAC � Fens Pools 

• SSSIs � Checkhill Bogs, Sutton Park. 

 Flood risk: 

• Flood risk is assessed as high. 

Potential source of future flood risk 

• Climate change. 

• Land use change. 

• Urbanisation. 

 

 

Opportunities and constraints: 

Opportunities: 

•  Long-term opportunities to move development away from the 
floodplain and create green river corridors through parts of 
Birmingham. 

Constraints: 

• Urban growth and development pressure. 

 Policy unit objectives (section 5.1) 

• Minimise disruption to people and communities caused by flooding, 
taking into account future climate change and urban growth in the 
policy unit area. 
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• Reduce the disruption caused by flooding to transport and 
infrastructure. 

• Reduce the cost of flood damage within the policy unit, particularly 
where it is high and may be economically viable, within Birmingham 
and the Black Country. 

• Promote and encourage urban drainage systems that will protect 
and improve water quality within the surrounding watercourses. 

• Sustain and increase the amount of BAP habitat in the catchment. 

• Return watercourses to a more natural state, increasing biodiversity 
and opening up green river corridors throughout the policy unit, 
particularly through city centre regeneration projects. 

Policy selected Policy option 5 � Take further action to reduce flood risk (now and/or in 
the future). 

Justification The level of current risk is high, potentially very high future flood risk. Action 
needs to be taken in the short term to reduce this level of risk. 

Alternative policies 
considered 

Policy 1 � do nothing. This policy would not recognise the need to reduce 
flood risk, currently considered unacceptable and with a significant increase 
in future flood risk likely. 

Policy 2 � reduce current level of flood risk management. As with policy 1, 
this policy would not recognise the need to reduce future flood risk, 
considered unacceptable now and with even more concerns for the future. 

Policy 3 � maintain current level of flood risk management. As with policy 1, 
this policy would not recognise the need to reduce flood risk. 

Policy 4 � maintain the current level of flood risk into the future. As with 
policy 1, this policy would not recognise the need to reduce flood risk. 

Policy 6 � increase flooding to reduce flood risk elsewhere. Although there 
are opportunities within this policy unit for this approach to reduce flood 
risk, there needs to be a range of measures to achieve a sustainable and 
effective overall solution. It is, therefore, considered more appropriate to 
select policy 5. 

Uncertainties and 
dependencies 

Accurately assessing flood risk throughout this policy unit would require a 
large & detailed study. Our CFMP assessment is based on a broadscale 
model and the coarse, low resolution SAR based DTM. Our results for flood 
damages are therefore indicative only. It is clear however that flood risk is 
high, supported by flood incident data and local catchment knowledge. This 
assessment underpins policy selection for this unit. 
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River Severn CFMP 

The Severn Catchment Flood Management Plan (CFMP) is a document which aims to identify flood 
risk management policies for the Severn catchment.  Being a high-level document, it does not 
stipulate how the policy should be achieved, but does indicate the types of response that could be 
implemented to deliver a policy.  The excerpts referred to below are from the current Severn CFMP 
which was undertaken as a pilot project.  The whole document is currently being revised and there 
are likely to be significant changes.  The revised document is expected to be completed late 2008 and 
will be available through the Environment Agency�s website.   

The generic flood risk management policies which were considered for the Severn were: 

• Do nothing � no active intervention, including flood warning and maintenance 

• Do minimum � continue with maintenance of river channel and existing flood defences, including 
asset surveys and inspections, and continue with the existing flood warning service; it is accepted 
that flood risk may change over time.  Activities such as promotion of local self help types of 
response and individual property protection would also continue 

• Maintain the current level of flood risk in the face of future changes.  This is likely to require 
intervention during the life of the Plan, such as improving existing flood defence infrastructure or 
introducing upstream storage 

• Intervene to reduce the current level of flood risk and to maintain this level in the face of future 
changes 

• Intervene to increase the level of flood risk in specified areas in order to gain benefits locally or 
elsewhere, for example flooding farmland upstream of a community to provide storage for 
floodwater. 

For the purposes of the CFMP, the Severn catchment was divided into 20 sub-catchments.  The sub-
catchment(s) relevant to Solihull Metropolitan Borough Council are the Avon, however only a small 
part of the council boundary falls within this catchment.   

Given the 50-year timescale of the Plan, and the potential effects of future change scenarios, policies 
for short and long term for each sub-catchment have been identified.  Short term policies cover the 
first 10 years of the Plan period, while long term policies take into account future change scenarios 
and cover the remaining 40 years of the Plan. 

The policies identified for these catchments are shown overleaf; more detail on how these could be 
achieved is contained in the report itself. 
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Catchment Short Term Policy ( 0-10 years ) 
 

Long Term Policy ( 11 - 50 years ) 

Avon 
Defended areas 

� Maintain current level of 
flood risk  

� Maintain current level of flood 
risk 

Avon 
North Littleton, 
Sedgeberrow 

� Reduce current levels of 
flood risk 

� Maintain the level of flood risk 
that will be obtained over the 
short term 

Avon 
Remainder 

� Do minimum � Reduce level of flood risk for 
larger settlements 

� Maintain current level of flood 
risk for smaller communities 

� Recognise that the level of flood 
risk will increase for agricultural 
and undeveloped land and 
isolated properties 

 

6.1.2 Flood Risk Management Strategies 

The Environment Agency advocates a strategic approach to flood risk management on a �whole 
catchment� basis.  In line with this thinking, a number of flood risk management strategies have been 
undertaken by the Environment Agency within the Midlands region of which three cover the North 
Warwickshire Borough: the River Trent and River Severn. 

River Trent Strategy 

In 2005, the Environment Agency produced a Flood Risk Management Strategy for the River Trent, 
which has been reviewed for inclusion in this study.  The study spanned from Stoke-on-Trent, where 
the River Trent�s head of Main River is located, to the tidal limit at Cromwell Weir downstream of 
Newark, a distance of some 200km.  The principal aim of the Fluvial Trent Strategy is to identify the 
preferred high level approaches for sustainable management flood risk along the River Trent corridor 
over the next 50 years.   

The strategy is limited to the Trent corridor only, and while local catchment wide solutions (i.e. of the 
tributaries) are appraised in some instances, flood risk along the Trent corridor is mainly considered.  
In the Metropolitan Borough of Solihull there are no direct tributaries of the Trent, however, the River 
Blythe and Cole are tributaries of the River Tame which eventually feeds the River Trent.  There is, 
therefore, little in the strategy which refers directly to the Trent�s uplands tributaries which 
characterise the fluvial setting in Borough of Solihull.  The strategy tends to focus on flood risk 
management measures for the headwaters of the River Trent Main River, located in neighbouring 
Stoke-on-Trent City Council.  For this reason, flood risk management measures which would affect 
rivers in the Borough of Solihull do not feature on the strategy.  

Nonetheless, the strategy identifies a number of options which are considered best practice and are 
recommended.  These recommendations are supported by PPS 25 requirements and indeed the 
main messages of this SFRA, which considers these options in more detail.  These include: 
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• SUDS: either retrofitted or on new developments 

• Development Control: appropriate measures to restrict inappropriate developments 

• Land Management: Appropriate land management techniques that could reduce surface runoff 

Floodplain Obstructions: the removal of such obstructions, where appropriate, to improve local 
conveyance. 

River Severn Strategy  

The Fluvial Severn Strategy was issued in October 2006 and has been reviewed for inclusion in this 
study.  The study covered the area of influence around the Severn corridor to the downstream limit of 
the weirs at Gloucester.  The principal aim of the Fluvial Severn Strategy is to provide a 50-year 
framework for the management of flood risk within the fluvial Severn study area and a 5-year plan for 
capital investment on project level flood defence/management.  

Like the Trent Strategy, the Severn Strategy is focused on the Severn corridor only.  Flood risk 
management options are therefore only appraised for implementation on the River Severn corridor, 
which for the purposes of the Strategy was taken as being just beyond the extent of the Environment 
Agency�s current Flood Map.  Therefore the wider catchment, which affects Solihull, does not feature 
in the Strategy. 

6.2 Flood Defences 

Flood defences are structures which affect flow in times of flooding and therefore prevent water from 
entering property. They generally fall into one of two categories: �formal� or �informal�. A �formal� 
defence is a structure which has been specifically built to control floodwater. It is maintained by its 
owner (this is not necessarily the Environment Agency) so that it remains in the necessary condition 
to function. An �informal� defence is a structure that has not necessarily been built to control 
floodwater and is not maintained for this purpose. This includes road and rail embankments and other 
linear infrastructure (buildings and boundary walls) which may act as water retaining structures or 
create enclosures to form flood storage areas in addition to their primary function. 

A study of informal defences has not been made as part of this assessment.  Should any changes be 
planned in the vicinity of road or railway crossings over rivers in the study, it would be necessary to 
assess the potential impact on flood risk to ensure that flooding is not made worse either upstream or 
downstream. Smaller scale informal defences should be identified as part of site-specific detailed 
FRAs and the residual risk of their failure assessed. 

In accordance with the scope of a Level 1 SFRA, a high level review of formal flood defences has 
been carried out using data from the NFCDD. This is a good starting point for identifying significant 
flood defences and potential areas benefiting from defence, but the quantity and quality of information 
provided differs considerably between structures. The NFCDD is intended to give a reasonable 
indication of the condition of an asset and should not be considered to contain consistently detailed 
and accurate data (this would be undertaken as part of a Level 2 SFRA where the need arises).  

Within the Borough of Solihull no locations were identified within the Environment Agency NFCDD 
database that are currently protected by permanent defences.  However, sections of culverted 
watercourse as identified within NFCDD have been demonstrated in Volume 2, Tiles A1-A3. 
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In some areas, particularly for existing properties and proposed developments behind defences, it 
may be necessary to extend the scope of the SFRA to Level 2. The outputs from detailed overtopping 
and breach analysis of the key defences will provide refined hazard information on flood depths, 
velocities and flow paths, which could be used by the LPA emergency planning teams to define new 
or refine existing emergency plans for these areas. 

6.3 Residual Risk 

Residual flood risks can arise due to: 

• The failure of flood management infrastructure such as a breach of a raised flood defence, 
blockage of a surface water conveyance system, overtopping of an upstream storage area, or 
failure of a pumped drainage system 

• A severe flood event that exceeds a flood management design standard and results in, for 
example, overtopping. 

Within the Borough of Solihull there are no Areas Benefiting from Defences (ABDs) contained within 
the Environment Agency�s ABD database.  There are however several major formal flood defences 
within the Borough. With each defence there is a residual risk of overtopping, breach or blockage, 
which could result in significant damage to buildings and highway infrastructure as well as posing 
danger to life.  Information received from British Waterways has indicated that there is a risk of 
overtopping or breach of the Grand Union Canal by Knowle (SP 1830 7803).  Although currently a 
predominantly rural area with no large residential areas or major infrastructure adjacent to the breach 
location, if any future development is proposed adjacent to the canal at this location the possibility of a 
breach occurring should be taken into consideration. 

Although there have been no ABDs identified within the Borough, it is possible that future modelling 
work undertaken by the Environment Agency may lead to the availability of such information and 
therefore the flood maps should be updated if this information becomes available.  Areas of residual 
risk are treated uniformly and are represented in the GIS as a simple outline of the expected affected 
area. Actual levels of residual risk will vary spatially depending on flow routes, velocities, flood depths 
and proximity to the breach or overtopping location. In the event that the Exception Test needs to be 
applied to specific site allocations, the scope of the SFRA should be extended to a Level 2 
assessment to refine information on the flood hazard in these locations. 

All culverts and defences are mapped in Volume 2, Tiles A1-A3. These should be referenced by those 
proposing development to identify the possibility of localised residual risks as well as opportunities for 
de-culverting and restoring the natural channel. 

6.4 Storage Areas 

No purpose-built storage areas have been identified within the Borough of Solihull area.  However, it 
should be noted that it is imperative that any natural storage areas used as a means of attenuation of 
flood waters should be maintained to ensure their efficient operation during a flood event.  If the 
storage areas are not maintained this may lead to an increased risk of flooding at locations 
downstream. 



Strategic Flood Risk Assessment  

Solihull Metropolitan Borough Council 

 41 

6.5 Existing Flood Warning System 

The Environment Agency is the lead organisation on flood warning and its 
key responsibilities include direct remedial action to prevent and mitigate 
the effects of an incident, to provide specialist advice, to give warnings to 
those likely to be affected, to monitor the effects of an incident and to 
investigate its causes.  This requires the Agency, local authorities and the 
emergency services to work together to protect people and properties.  
Solihull falls within the Central area of the Midlands Region of the 
Environment Agency.  Prior to the Environment Agency�s boundary re-
organisation of the Midlands Region which occurred in April 2007, most of 
Solihull fell in Upper Trent Area, with a small proportion to the west of the 
Borough falling in Upper Severn Area.  

When conditions suggest that floods are likely, it is the responsibility of the 
Environment Agency to issue flood warnings to the Police, Fire and Rescue Service, to the relevant 
local authorities, to the public and to the flood wardens.  It is the responsibility of individuals in the 
community to receive flood warnings via Flood warnings Direct (FWD) which passes messages over 
the telephone network. 

A flood warning system is in operation for the Main Rivers within Solihull and is outlined below in four 
stages.   

• Flood Watch: Flooding of low lying land and roads is expected.  Be aware, be prepared, watch 
out!  The following actions are recommended:  

� Watch water levels  

� Stay tuned to local radio or TV  

� Ring Floodline on 0845 988 1188  

� Make sure you have what you need to put your flood plan into action  

� Alert your neighbours, particularly the elderly  

� Check pets and livestock  

� Reconsider travel plans  

Flood Watch Areas cover the entire Upper Trent and Severn areas, as can be seen in Volume 2, Tile 
F1.  Flood Watches are issued for expected flooding, which could occur anywhere within the Flood 
Watch Area but with low or minor impact.  The trigger for Flood Watch is a forecast that flooding of 
low impact land is expected. 

Three flood watch areas are in operation within the Solihull Borough.  These include: 

� Midlands Central Area � Birmingham including Solihull, Walsall and Sandwell 

� Midlands Central Area � Upper Avon Valley including Coventry, Rugby, Warwick and 
Leamington Spa 
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� Midlands Central Area � Lower Avon Valley including Stratford, Redditch, Evesham, Shipston 
and Alcester 

• Flood Warning: Flooding of homes and businesses is expected.  Act now!  The following actions, 
in addition to those associated with Flood Watch, are recommended: 

� Move pets, vehicles, food, valuables and other items to safety  

� Put sandbags or floodboards in place 

� Prepare to turn off gas and electricity 

� Be prepared to evacuate your home 

� Protect yourself, your family and others that need your help 

The flood warning areas in the Solihull Borough are illustrated in Volume 2, Tile F1.  The service is 
currently set up to warn properties within the 1% Annual Exceedance Probability (1 in 100 year event) 
and the 0.1% Annual Exceedance Probability (1 in 1000 year event).  The following locations are 
currently covered by the Environment Agency Flood Warning System: 

� River Cole from Shard End to Coleshill 

� River Blythe from Cheswick Green to Coleshill 

• Severe Flood Warning: Severe flooding is expected.  There is extreme danger to life and 
property.  Act now!  The following actions, in addition to those associated with Flood Warning, are 
recommended: 

� Be prepared to lose power supplies - gas, electricity, water, telephone  

� Try to keep calm, and to reassure others, especially children  

� Co-operate with emergency services and local authorities  

� You may be evacuated 

• All Clear: Flood Watches or Warnings are no longer in force.  The following is recommended: 

� Flood water levels receding 

� Check all is safe to return 

� Seek advice 

6.6 Flood Response Plan 

Solihull Metropolitan Borough�s approach to providing emergency assistance during times of flooding 
is as follows: 

• The Borough has no legal responsibility to provide assistance to residents during times of 
flood, however emergency assistance can be provided on an ad hoc basis depending on 
the situation  
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• The Borough will provide sandbags or other such equipment as appropriate, if they are 
available, to assist with the defence from flooding to persons or property within the area 

• The Borough will keep a stock of filled sandbags during times of potential flooding to aid 
the speed of response. It is the responsibility of the property owner/occupier to dispose of 
the sandbags and their contents once they are satisfied the risk of flooding has subsided  

• The Borough will provide engineering advice if requested on ways residents can alleviate 
the risk of flooding to their properties and issue general guidance to all properties in the 
area on their roles and responsibilities under the Land Drainage Act 1991. The Borough 
will provide, if possible, during times of severe flooding, engineering advice on site to 
assist with the use of resources and control the situation where appropriate.  

• The Borough will assist with announcing Environment Agency flood warnings where 
appropriate. The Borough will keep the necessary equipment at their depot to carry out 
the above functions, or have facilities to get access to the appropriate equipment rapidly.  

• Very serious flooding resulting in the need for evacuation of houses, provision of 
temporary accommodation and the like is covered by the Borough�s Emergency Plan 

At times of emergency, the Borough will be endeavouring to protect the public at large and is not be 
able to assist a large number of individual homeowners who may find their properties threatened. 

The Council has an Emergency Plan in order to deliver services during a major incident. The plan 
contains details of actions to be taken following a request for assistance by the emergency services or 
the Council. The following are contained in the plan: 

• Emergency call out list  

• Flood Plan  

• Severe Weather Warnings  

• District Snow Plan  

• Chemical/Biological Incident Plan  

• Rest Centre Plan  

• Media Plan 

The emergency plan says that the Council: 

• Provides a 24 hour emergency response, 365 days a year.  

• Ensures that the effects of any incident are minimised.  

• Advises and helps key organisations across the Borough create their emergency plans.  

• Liaises and co-operates with the emergency services, voluntary organisations and 
neighbouring local authorities when preparing for and responding to emergencies.  
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• Makes sure that staff, residents and organisations across the Borough know about the 
role of the Council in an emergency.  

• Ensures that our most critical services can keep going at times of disruption. 

The Council advises that in an emergency, residents should keep themselves aware of what is 
happening by listening to local updates on the television or radio.  Evacuation is only usually 
undertaken as a last resort during an emergency.  If the decision to evacuate is taken, the Police will 
instruct local residents to go to a designated evacuation point. These are staffed by Council 
employees and volunteers, who will ensure that welfare needs are met. 

It is recommended that the Council�s Emergency Response Plan is reviewed and updated in light of 
the findings of the SFRA to ensure that safe evacuation and access for emergency services is 
possible during times of flood both for existing developments and those being promoted as possible 
sites within the LDF process. It is further recommended that the Local Authorities work with the 
Environment Agency to promote the awareness of flood risk to maximise the number of people signed 
up to the FWD service (previously this has involved targeted mail shots to those identified as living 
within Flood Zone 3a).  Within the study area particular attention should be given to vulnerable people 
including those with impaired hearing or sight and those with restricted mobility. 

With respect to new developments, those proposing the development should take advice from the 
LPAs emergency planning officer and for large-scale developments, the emergency services, when 
producing an evacuation plan as part of a FRA. As a minimum these plans should include information 
on: 

How flood warning is to be provided: 

• Availability of existing warning systems 

• Rate of onset of flooding and available warning time and 

• Method of dissemination of flood warning 

What will be done to protect the infrastructure and contents: 

• How more easily damaged items could be relocated 

• The potential time taken to respond to a flood warning 

• Ensuring safe occupancy and access to and from the development 

• Occupant awareness of the potential frequency and duration of flood events 

• Provision of safe (i.e. dry) access to and from the development 

• Ability to maintain key services during an event 

• Vulnerability of occupants and whether rescue by emergency services may be necessary and 
feasible 

• Expected time taken to re-establish normal practices following a flood event 
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7 Flood Risk Management Policy Considerations 

7.1 Overview 

This chapter provides recommendations for what should be included in the Council�s policy for flood 
risk management as well as providing guidance to developers on the preparation of site-specific 
FRAs. Council policy is considered essential to ensure that the recommended development control 
conditions can be imposed consistently at the planning application stage.  

The policy recommendations provided in this chapter are not exhaustive and it is therefore 
recommended that the Councils refer to the following key flood risk management documents in order 
to fully inform their own flood risk management policies: 

• Planning Policy Statement 25: Development and Flood Risk � sets out national policy for 
development and flood risk and supports the Government�s objectives for sustainable 
communities. 

• River Trent Catchment Flood Management Plan - strategic planning document through which 
the Environment Agency will work with other stakeholders to identify and agree policies for long-
term flood risk management over the next 50 to 100 years.   The Trent and Severn CFMPs 
have been issued in draft with consultation due to end in January 2008.  It is recommended that 
the Council reviews its content once produced to ensure policies are in line with those outlined 
in the CFMP. 

• River Severn Catchment Flood Management Plan - strategic planning document through 
which the Environment Agency will work with other stakeholders to identify and agree policies 
for long-term flood risk management over the next 50 to 100 years.   The Severn CFMP is 
currently being revised and there are likely to be significant changes.  The revised document is 
expected to be completed late 2008 and will be available through the Environment Agency�s 
website.  It is recommended that the Council reviews its content once produced to ensure 
policies are in line with those outlined in the CFMP. 

• Making Space for Water - outlines the Government�s proposals for forward planning of flood 
management over the next 20 years advocating a holistic approach to achieve sustainable 
development. The protection of the functional floodplain is central to the strategy. 

• Water Framework Directive - European Community (EC) water legislation which requires all 
inland and coastal waters to reach good ecological status by 2015. 

7.2 Policy Considerations 

A key aim of an SFRA is to define flood risk management objectives and identify key policy 
considerations.  It should be noted that it is ultimately the responsibility of the Council to formally 
formulate these policies and implement them. 

It is recommended that the following flood risk objectives are taken into account during the policy 
making process and, where appropriate, used to strengthen or enhance the development control 
policies provided in section 7.3. 
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Flood Risk Objective 1: To Seek Flood Risk Reduction through Spatial Planning and Site 
Design: 

• Use the Sequential Test to locate new development in least risky areas, giving highest priority to 
Flood Zone 1 

• Use the Sequential Test within development sites to inform site layout by locating the most 
vulnerable elements of a development in the lowest risk areas. For example, the use of low-lying 
ground in waterside areas for recreation, amenity and environmental purposes can provide an 
effective means of flood risk management as well as providing connected green spaces with 
consequent social and environmental benefits 

• Build resilience into a site�s design (e.g. flood resistant or resilient design, raised floor levels) 

• Identify long-term opportunities to remove development from the floodplain through land swapping 

• Ensure development is �safe�. For residential developments to be classed as �safe�, dry pedestrian 
egress out of the floodplain and emergency vehicular access should be possible.  The 
Environment Agency states that dry pedestrian access/egress should be possible for the 1 in 100 
year return period event, and residual risk, i.e. the risks remaining after taking the sequential 
approach and taking mitigating actions, during the 1 in 1000 year event, should also be �safe�. 

Flood Risk Objective 2: To Reduce Surface Water Runoff from New Developments and 
Agricultural Land: 

• SUDS required on all new development.  As outlined in section 10.3 which outlines appropriate 
SUDS techniques for the Borough, infiltration systems should be the preferred means of surface 
water disposal, provided ground conditions are appropriate.  Above ground attenuation, such as 
balancing ponds, should be considered in preference to below ground attenuation, due to the 
water quality and biodiversity benefits they offer. 

• All sites require the following:  

- SUDS  

- Greenfield discharge rates with a minimum reduction of 20%, as required by the Environment 
Agency 

- 1 in 100 year on-site attenuation taking into account climate change 

• Space should be specifically set aside for SUDS and used to inform the overall site layout 

• Promote environmental stewardship schemes to reduce water and soil runoff from agricultural 
land 

Flood Risk Objective 3: To Enhance and Restore the River Corridor: 

• An assessment of the condition of existing assets (e.g. bridges, culverts, river walls) should be 
made. Refurbishment and/or renewal of the asset should ensure that the design life is 
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commensurate with the design life of the development. Developer contributions should be sought 
for this purpose. 

• Those proposing development should look for opportunities to undertake river restoration and 
enhancement as part of a development to make space for water. Enhancement opportunities 
should be sought when renewing assets (e.g. de-culverting, the use of bio-engineered river walls, 
raising bridge soffits to take into account climate change) 

• Avoid further culverting and building over of culverts.  Where practical, all new developments with 
culverts running through their site should seek to de-culvert rivers for flood risk management and 
conservation benefit 

• Set development back from rivers, seeking an 8 metre wide undeveloped buffer strip for 
development by all watercourses including those where the Flood Zone does not exist.  This is an 
Environment Agency requirement. 

Flood Risk Objective 4: To Protect and Promote Areas for Future Flood Alleviation Schemes  

• Protect Greenfield functional floodplain from future development (our greatest flood risk 
management asset) and reinstate areas of functional floodplain which have been developed (e.g. 
reduce building footprints or relocate to lower flood risk zones) 

• Develop appropriate flood risk management policies for the Brownfield functional floodplain, 
focusing on risk reduction 

• Identify sites where developer contributions could be used to fund future flood risk management 
schemes or can reduce risk for surrounding areas 

• Seek opportunities to make space for water to accommodate climate change 

Flood Risk Objective 5: To Improve Flood Awareness and Emergency Planning 

• Seek to improve the emergency planning process using the outputs from the SFRA 

• Encourage all those within Flood Zone 3a and 3b (residential and commercial occupiers) to sign-
up to Flood Warnings Direct service operated by the Environment Agency 

• Ensure robust emergency (evacuation) plans are implemented for new developments greater 
than 1 Ha in size 

7.3 Development Control Policies 

For the purposes of development management, detailed policies will need to be set out to ensure that 
flood risk is taken account of appropriately for both allocated and non-allocated �windfall� sites. The 
following reflects the minimum requirements under PPS25 (reference should be made to Tables D.1-
D.3 in PPS25).  

Future Development within Flood Zone 1 

In this zone, developers and local authorities should realise opportunities to reduce the overall level of 
flood risk in the area and beyond through the layout and form of the development. There is no 
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significant flood risk constraint placed upon future developments within the Low Probability Flood 

Zone 1, although for sites larger than one hectare, the vulnerability from other sources of flooding 

should be considered as well as the effect of the new development on surface water runoff. 

Typically, a Drainage Impact Assessment will be required to demonstrate that runoff from the site is 

reduced, thereby reducing surface water flood risk. This will involve the use of SUDS techniques 

which should take into account the local geological and groundwater conditions. For all sites, the post 

development runoff volumes and peak flow rates should be attenuated to the Greenfield discharge 

rates with a minimum reduction of 20%, as required by the Environment Agency. 

Future Development within Flood Zone 2 

Land use within Medium Probability Flood Zone 2 should be restricted to the ‘water compatible’, ‘less 

vulnerable’ and ‘more vulnerable’ category. Where other planning pressures dictate that ‘highly 

vulnerable’ land uses should proceed, it will be necessary to ensure that the requirements of the 

Exception Test are satisfied. The following should be considered: 

·  A detailed site-specific FRA should be prepared in accordance with PPS25 and Council planning 

policies 

·  Floor levels should be situated above the 100 year plus climate change predicted maximum level 

plus a minimum freeboard of 300mm 

·  The development should be safe, meaning that dry pedestrian access to and from the 

development should be possible above the 1 in 100 year plus climate change flood level and 

emergency vehicular access should be possible during times of flood. 

·  SUDS should be implemented to ensure that runoff from the site (post development) is reduced. 

For all sites, the post development runoff volumes and peak flow rates should be attenuated to 

the Greenfield discharge rates with a minimum reduction of 20%, as required by the Environment 

Agency, for both Greenfield and Brownfield sites.  Space should be set-aside for SUDS. 

·  The proposed development should be set-back from the watercourse with a minimum 8m wide 

undeveloped buffer zone, to allow appropriate access for routine maintenance and emergency 

clearance.  This is an Environment Agency requirement. 

Future development within High Probability Flood Zone 3a 

Land-use with High Probability Flood Zone 3a should be restricted to the water compatible or ‘less 

vulnerable’ uses to satisfy the requirements of the Sequential Test. For ‘more vulnerable’ uses it is 

necessary to ensure that the requirements of the Exception Test are satisfied. The following should 

be considered: 

·  A detailed site-specific FRA should be prepared in accordance with PPS25 and Council planning 

policies. Properties situated within close proximity to formal defences or water retaining structures 

(reservoirs/canals) will require a detailed breach and overtopping assessment to ensure that the 

potential risk to life can be safely managed throughout the lifetime of the development. The nature 

of any breach failure analysis should be agreed with the Environment Agency. 


